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£/m2

£/m2 for number 
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kgCO2e 
generated per 
£ spent Yes / No

Low / 
Medium / 

High
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Packaging
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to UK

Distribution  End of life 
Cradle‐to‐Gate 

footprint
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footprint
ERI Score

Ethical Sourcing
Commentary Maintenance & Cleaning  commentary

Density
(kg/m3)

Light Reflectance 
Value (%)

Pendulum test 
value (PTV)

Surface Roughness 
(Rz‐µm)

Abrasion resistance 
(mm)

Compressive
Strength (MPa)

Flexural Strength 
(Mpa)

Water Absorption 
%

Durability
(Freeze‐thaw) Open Porosity %

MRSH‐YSB Marshalls
Yorkstone ‐ 
Scoutmoor Blade cut

(Diamond sawn)

50mm 
equivalent 

weighted avg
Hard Impermeable

https://www.marsh
alls.co.uk/commerci
al/product/scoutmo

or‐yorkstone

104.65£        149.59£        52.50 53.69 61.90 £0.51 0.41 Yes Med Med 4.117 35.750 7.516 N/A 6.305 0.474 53.7 54.2 Yes 4.8

UK Sourced from 
Yorkshire, Complies 
with UK law. 
Marshalls have 
extensive ethical 
sourcing policies.

Med
Lighter colour indicates slightly increased risk of staining, 
Stone is slightly porous so some dirt can be driven into 
the stone when cleaning. Average strength and abrasion 
resistance for stone.

2522 27.83% 92 40

19.16 mm

 (Hev = 
20.19mm)

102 Mpa

(Hev = 
20.19mm)

20.57 Mpa

 (Lev = 17.71 
MPa))

1.98%

(Hev = 2.14%)

22.95 / 20.8 
MPa 

5.55%

advised that size not used, prest for carbon data only > 22 ^ ^ ‐ ‐ ‐ ^ ^ 72.01£                 144.02£     30 23.6 47.7 £0.33 0.33 ^ ^ ^ 1.811 15.730 3.307 N/A 2.774 0.209 23.6 23.8 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

50 ^ ^ ✓ ‐ ‐ ^ ^ 96.01£                 128.01£     45 53.7 72.2 £0.56 0.56 ^ ^ ^ 4.117 35.750 7.516 N/A 6.305 0.474 53.7 54.2 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

75 ^ ^ ✓ ✓ ‐ ^ ^ 119.20£               119.20£     60 80.5 81.2 £0.68 0.68 ^ ^ ^ 6.175 53.625 11.274 N/A 9.458 0.711 80.5 81.2 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

100 ^ ^ ✓ ✓ ✓ ^ ^ 158.93£               127.14£     75 107.4 86.7 £0.68 0.68 ^ ^ ^ 8.234 71.500 15.032 N/A 12.611 0.948 107.4 108.3 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

MRSH‐YSW Marshalls
Yorkstone ‐ 
Scoutmoor

Wire cut
(Fine sawn)

50mm 
equivalent 

weighted avg
Hard Impermeable

https://www.marsh
alls.co.uk/commerci
al/product/scoutmo

or‐yorkstone

121.90£        162.63£        52.50 53.69 61.90 £0.44 0.38 Yes Med Med 4.117 35.750 7.516 N/A 6.305 0.474 53.7 54.2 Yes 4.8

UK Sourced from 
Yorkshire, Complies 
with UK law. 
Marshalls have 
extensive ethical 
sourcing policies.

Med
Lighter colour indicates slightly increased risk of staining, 
Stone is slightly porous so some dirt can be driven into 
the stone when cleaning. Average strength and abrasion 
resistance for stone.

2522 27.83% 88 36

19.16 mm

 (Hev = 
20.19mm)

102 Mpa

(Hev = 
20.19mm)

20.57 Mpa

 (Lev = 17.71 
MPa))

1.98%

(Hev = 2.14%)

22.95 / 20.8 
MPa 

5.55%

advised that size not used, prest for carbon data only > 22 ^ ^ ✓ ‐ ‐ ^ ^ 69.11£                 138.21£     30 23.6 47.7 £0.34 0.34 ^ ^ ^ 1.811 15.730 3.307 N/A 2.774 0.209 23.6 23.8 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

50 ^ ^ ✓ ‐ ‐ ^ ^ 92.14£                 122.85£     45 53.7 72.2 £0.58 0.59 ^ ^ ^ 4.117 35.750 7.516 N/A 6.305 0.474 53.7 54.2 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

75 ^ ^ ✓ ✓ ‐ ^ ^ 171.22£               171.22£     60 80.5 81.2 £0.47 0.47 ^ ^ ^ 6.175 53.625 11.274 N/A 9.458 0.711 80.5 81.2 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

100 ^ ^ ✓ ✓ ✓ ^ ^ 248.55£               198.84£     75 107.4 86.7 £0.43 0.44 ^ ^ ^ 8.234 71.500 15.032 N/A 12.611 0.948 107.4 108.3 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

MRSH‐GKF Marshalls

 Granite ‐ Altair 
 (Indian)
Kruezberg 
Alternative

Flamed
50mm 
equivalent 

weighted avg
Hard Impermeable

AWAITING 
PRODUCT 

SUGGESTION

https://media.

marshalls.co.u

k/image/uploa

d/v163940574

1/Altair_Granit

e_datasheet.p

df? its=JTdCJ

74.29£          59.09£          60.00 34.61 34.94 £0.47 0.59 Yes Med Low 1.373 28.580 1.209 2.641 0.810 0.326 34.6 34.9 Yes Low
Darker colour indicates low  risk of staining, Stone is 
exceptionally low porosity so unlikely to stain. High 
strength adds to durability. Abrasion resistance low for 
stone.

2780 15.28%

MND
Varies to suit 

finish ‐ 
performance 
not an issue.

MND
Varies to suit 

finish ‐ 
performance 
not an issue.

15.5mm

(Hev = 
16mm)

163 Mpa

(Lev =
86 Mpa)

13.6 Mpa

(Lev = 
12.1 Mpa)

0.1%

(Hev = 
0.1%)

25.7 / 24.9 Mpa 0.40%

50 ^ ^ ✓ ‐ ‐ ^ ^ 80.76£                 107.68£     45 55.9 75.2 £0.69 0.70 ^ ^ ^ 1.931 47.086 1.701 4.080 1.140 0.459 55.9 56.4 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

75 ^ ^ ✓ ✓ ‐ ^ ^ 112.37£               112.37£     60 63.2 63.8 0.57 ^ ^ ^ 2.484 52.293 2.189 4.809 1.466 0.590 63.2 63.8 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

100 ^ ^ ✓ ✓ ✓ ^ ^ 134.41£               107.53£     75 80.7 65.3 £0.60 0.61 ^ ^ ^ 3.806 64.745 3.353 6.553 2.247 0.904 80.7 81.6 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

MRSH‐PGM Marshalls
Granite ‐ Pink 
Monefore

Flamed
50mm 
equivalent 

weighted avg
Hard Impermeable

https://media.

marshalls.co.u

k/image/uploa

d/v162731286

6/Lyra_Granite

_datasheet-

1 pdf

93.25£          103.29£        52.50 16.84 21.93 £0.18 0.21 Yes Med Low 1.288 10.647 MND 2.144 2.764 2.344 16.8 19.2 Yes 4.2

Marshalls have 
extensive proactive 
ethical sourcing 
policies. Low 2600 32.63%

83 (dry)
67 (wet)

MND
15mm

(Hev = 15.5mm)

196 MPa

(Lev = 
153 Mpa)

12.9 MPa

(Lev = 
10.7 MPa)

0.20%
12.9 / 13.1 

MPa
0.60%

50 ^ ^ ✓ ‐ ‐ ^ ^ 102.71£               205.42£     30 28.4 64.1 £0.28 0.31 ^ ^ ^ 2.020 18.678 MND 3.363 4.336 3.677 28.4 32.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

70 ^ ^ ✓ ✓ ‐ ^ ^ 128.99£               171.99£     45 28.4 42.8 £0.22 0.25 ^ ^ ^ 2.262 19.118 MND 3.767 4.857 4.119 30.0 34.1

100 ^ ^ ✓ ✓ ✓ ^ ^ 169.82£               169.82£     60 35.1 40.6 £0.21 0.24 ^ ^ ^ 3.029 20.511 MND 5.045 6.504 5.516 35.1 40.6 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

BBS‐GCC BBS
Granite ‐ Carbon
(Chinese)

Flamed
50mm 
equivalent 

weighted avg
Hard Impermeable

https://www.bbsnat
uralstone.com/ston
e/carbon‐granite

45.35£          60.05£          43.75 78.68 108.21 £1.74 1.80 Yes Med Low 7.068 31.506 MND 31.361 8.744 0.224 78.7 78.9 Yes Not 
available

BBS have extensive 
proactive ethical 
sourcing policies. 
Member of Ethical 
Trading Initiiave

Low
Darker colour indicates low  risk of staining, Stone is 
exceptionally low porosity so unlikely to stain. High 
strength adds to durability. Abrasion resistance average 
to low for stone.

2900 18.00%
77 (dry)
63 (wet)

MND 17.00mm 210 Mpa 28 Mpa 0.20% MND MND

25 ^ ^ ✓ ‐ ‐ ^ ^ 21.01£                 42.02£       30 49.0 98.2 £2.33 2.34 ^ ^ ^ 3.534 25.412 MND 15.680 4.372 0.112 49.0 49.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

50 ^ ^ ✓ ‐ ‐ ^ ^ 50.42£                 67.23£       45 77.8 104.1 £1.54 1.55 ^ ^ ^ 7.068 30.666 MND 31.361 8.744 0.224 77.8 78.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

75 ^ ^ ✓ ✓ ‐ ^ ^ 68.86£                 68.86£       60 106.7 107.0 £1.55 1.55 ^ ^ ^ 10.602 35.919 MND 47.041 13.116 0.336 106.7 107.0 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

100 ^ ^ ✓ ✓ ✓ ^ ^ 86.08£                 86.08£       60 135.5 136.0 £1.57 1.58 ^ ^ ^ 14.135 41.172 MND 62.721 17.489 0.448 135.5 136.0 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

BBS‐GPC BBS
Granite ‐ Carva 
(Portuguese)

Flamed
50mm 
equivalent 

weighted avg
Hard Impermeable

https://www.bb
snaturalstone.co
m/stone/carvao‐

granite

42.65£          56.66£          48.35 28.70 40.31 £0.67 0.71 Yes Med Low 2.078 18.703 MND 3.459 4.460 3.783 28.7 32.5 Yes Not 
available

BBS have extensive 
proactive ethical 
sourcing policies. 
Member of Ethical 
Trading Initiiave

Low
Darker colour indicates low increased risk of staining, 
Stone is exceptionally low porosity so unlikely to stain. 
High strength adds to durability. Abrasion resistance 
average to low for stone.

2720 30.00%
77 (dry)
62 (wet)

MND 16mm 211 MPa 21.8 Mpa 0.20% MND MND

25 ^ ^ ✓ ‐ ‐ ^ ^ 21.01£                 42.02£       30 23.3 51.2 £1.11 1.22 ^ ^ ^ 1.252 17.286 MND 2.085 2.688 2.280 23.3 25.6 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

50 ^ ^ ✓ ‐ ‐ ^ ^ 42.02£                 56.02£       45 28.4 42.8 £0.68 0.76 ^ ^ ^ 2.020 18.678 MND 3.363 4.336 3.677 28.4 32.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

62 ^ ^ ✓ ✓ ‐ ^ ^ 50.42£                 50.42£       60 30.0 34.1 £0.60 0.68 ^ ^ ^ 2.262 19.118 MND 3.767 4.857 4.119 30.0 34.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

75 ^ ^ ✓ ✓ ‐ ^ ^ 68.86£                 68.86£       60 35.1 40.6 £0.51 0.59 ^ ^ ^ 3.029 20.511 MND 5.045 6.504 5.516 35.1 40.6 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

100 ^ ^ ✓ ✓ ✓ ^ ^ 86.08£                 68.86£       75 41.8 39.3 £0.49 0.57 ^ ^ ^ 4.039 22.343 MND 6.726 8.673 7.355 41.8 49.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

BBS‐GPP BBS
Granite ‐ Perola 
(Portuguese)

Flamed
50mm 
equivalent 

weighted avg
Hard Impermeable

https://www.bb
snaturalstone.co
m/stone/preto‐
perola‐granite

53.78£          62.14£          56.09 28.70 34.75 £0.53 0.56 Yes High Low 2.078 18.703 MND 3.459 4.460 3.783 28.7 32.5 Yes Not 
available

BBS have extensive 
proactive ethical 
sourcing policies. 
Member of Ethical 
Trading Initiiave

Low
Darker colour indicates low increased risk of staining, 
Stone is exceptionally low porosity so unlikely to stain. 
Exceptionally high strength adds to durability. Abrasion 
resistance is extremely low.

2030 10.00% MND MND 1.48mm 306 MPa 19.9 Mpa 0.10% MND 0.34%

25 ^ ^ ✓ ‐ ‐ ^ ^ 26.93£                 35.90£       45 23.3 34.1 £0.87 0.95 ^ ^ ^ 1.252 17.286 MND 2.085 2.688 2.280 23.3 25.6 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

50 ^ ^ ✓ ‐ ‐ ^ ^ 53.85£                 64.62£       50 28.4 38.5 £0.53 0.60 ^ ^ ^ 2.020 18.678 MND 3.363 4.336 3.677 28.4 32.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

62 ^ ^ ✓ ✓ ‐ ^ ^ 64.62£                 70.49£       55 30.0 37.2 £0.46 0.53 ^ ^ ^ 2.262 19.118 MND 3.767 4.857 4.119 30.0 34.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

75 ^ ^ ✓ ✓ ‐ ^ ^ 82.96£                 82.96£       60 35.1 40.6 £0.42 0.49 ^ ^ ^ 3.029 20.511 MND 5.045 6.504 5.516 35.1 40.6 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

100 ^ ^ ✓ ✓ ✓ ^ ^ 103.70£               82.96£       75 41.8 39.3 £0.40 0.47 ^ ^ ^ 4.039 22.343 MND 6.726 8.673 7.355 41.8 49.1 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

FOD‐PBS Forest of Dean Pennant Blue Sawn
50mm 
equivalent 

weighted avg
Hard Impermeable

https://fodstone.co.
uk/products/comme

rcial‐paving
118.13£     210.60£     33.65 41.43 81.25 £2.59 0.39 Yes Med Low MND MND MND MND MND MND 41.431 45.574 Yes Not 

available

UK Sourced from Forest 
of Dean, Complies with 
UK law. 

Low
Lighter colour indicates slightly increased risk of staining, 
Lower than average strength and average abrasion 
resistance for stone. High freeze thaw durability 
indicated.

2416 29.45% 90 (wet)  MND 20mm 91 Mpa 15 Mpa 2.60% 109 Mpa MND

50 ^ ^ ✓ ‐ ‐ ^ ^ 106.80£               213.60£            30 47.5 104.5 £0.44 0.49 ^ ^ ^ MND MND MND MND MND MND 47.5 52.3 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

65 ^ ^ ✓ ‐ ‐ ^ ^ 112.50£               150.00£            45 55.4 81.2 £0.49 0.54 ^ ^ ^ MND MND MND MND MND MND 55.4 60.9 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

75 ^ ^ ✓ ✓ ‐ ^ ^ 121.20£               121.20£            60 60.6 66.6 £0.50 0.55 ^ ^ ^ MND MND MND MND MND MND 60.6 66.6 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

100 ^ ^ ✓ ✓ ✓ ^ ^ 132.00£               132.00£            60 70.5 77.5 £0.53 0.59 ^ ^ ^ MND MND MND MND MND MND 70.5 77.5 ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^ ^

CON‐MAB Conway Asphalt  Black As 
manufactured  Hard Impermeable ✓ ✓ ✓

https://www.fm
conway.co.uk/fil
es/library/files/S
URELANE.pdf

18.35£       84.69£       13 16.63 84.97 £1.00 1.00 Yes High Low 9.200 5.650 Not 
available

0.00
Not 

applicable

Not 
available

1.780 16.6 18.4 Yes Not 
available

UK sourced, complies 
with UK law.

Low
Dark colour avoids staining.
Durable system, but subjected to high traffic loads. 
Where damaged, typically propogates. Follow on 
utiltities works key factor in weakening surfaces.

2196 10.00% 55+
Not available
Varies with 
installation

2.3mm
Not available
Varies with 
installation

Not available
Varies with 
installation

0.90% Not available Not available

CON‐MAC Conway Asphalt Coloured As 
manufactured  Hard Impermeable ✓ ✓ ✓

https://www.fmcon
way.co.uk/files/libra
ry/files/SURETINT(1)

.pdf

17.91£       119.40£     9 15.46 114.93 £1.04 0.96 Yes Med Med 8.030 5.650 Not 
available

0.00
Not 

applicable

Not 
available

1.780 15.5 17.2 Yes Not 
available

UK sourced, complies 
with UK law.

Med

Colours worsen staining risk depending on lightness. 
Increased cleaning reigeme by comparison to black 
ashphalt systems
Better suited to lower trafficked areas to reduce tyre 
staining. Follow on utiltities works ideally avoided to 
keep surface consistent collor and apperance.

2200 20.00% 55+
Not available
Varies with 
installation

2.3mm
Not available
Varies with 
installation

Not available
Varies with 
installation

0.70% Not available Not available

GEN‐RBG Generic Resin bound gravel Varies  40mm typical 
surface Hard Permeable ✓ ‐ ‐ https://dcmsurfaces

.com/bound‐gravel/ 42.50£       170.00£     15 8.60 51.60 £3.29 0.30 Yes Med High MND MND MND MND MND MND 8.6 12.9 Yes Not 
available

UK sourced, complies 
with UK law.

High

Resin bound gravel not tested to same criteria as hard 
surfacing above. 
Overall weaker durability and life span. Surface water 
permeability decreases with time as solids clog. Can 
attact biological growth which requires treatement.  
Overall a higher maintenance product.

Varies based on 
aggregate 
selection

35.00%
Varies based on 

aggregate 
selection

Varies based on 
aggregate 
selection

Low 
perfomance
Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

GEN‐RCG Generic Rubber crumb Varies 50mm typical 
surface Soft Permeable ✓ ‐ ‐

https://www.k

biuk.co.uk/flexi

pave
62.00£       372.00£     10 63.40 590.40 £0.63 1.59 Yes Med High 34.000 7.400 11.000 0.000 11.000 35.000 63.4 98.4 Yes Not 

available

UK sourced, complies 
with UK law.

High

Rubber crumb not tested to same criteria as hard 
surfacing above. 
Low lifespan system, at higher risk of mechanical 
damage.  Surface water permeability decreases with 
time as solids clog. Can attact biological growth which 
requires treatement.  Overall a high maintenance 
product ‐ best used for areas where child safety critical 
or root movement anticipated.

600 ‐ 800 35.00%
Varies based on 

rubber 
selection

Varies based on 
rubber 
selection

Very low 
perfomance
Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

Natural stone 
testing not 
applicable

See below

See below

See below

See below

Reference Manufacture Lifecycle  
Carbon / £ 

score

Lifecycle £ 
/ carbon 
score Mechanical Properties

See below

Embodied carbon 60 Year Cost
Supply only

Maintenance & Cleansing

Slip Resistance

See below

See below

See below
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